


Type Capacity (kBtu/h)  22  30

Cooling 
Only

Outdoor 
Unit

Universal
CST : ATUQ22GPLA4
CCD : ABUQ22GM1A4

CST : ATUQ30GPLA4
CCD : ABUQ30GM1A4

Indoor 
Unit

Ceiling 
Mounted 
Cassette

ATNQ22GPLA4 ATNQ30GPLA4

Ceiling 
Concealed 
Duct

ABNQ22GM1A4 ABNQ30GM1A4

Type Capacity(kBtu/h)  40  50  60

Cooling 
Only

Outdoor 
Unit

Universal

CST/CCD : AUUQ40GH5
Ceiling Suspended : AVUQ40GM1P5 

CST/CCD : AUUQ50GH5
Ceiling Suspended : AUUQ50GH5 

AUUQ60GH5

Indoor 
Unit

Ceiling 
Mounted 
Cassette

ATNQ40GNLA5 ATNQ50GMLA5 ATNQ60GMLA5

Ceiling 
Concealed 
Duct

ABNQ40GM3A5 ABNQ50GM3A5 ABNQ60GM3A5

Ceiling 
Suspended 
Unit

AVNQ40GM1P5 AVNQ50GM2A5 AVNQ60GM2A5

LINE-UP



FEATURE CARD
Model Ceiling Mounted Cassette Ceiling Concealed Duct Ceiling Suspended Unit

BTU
Funtion 22 30 40 50 60 22 30 40 50 60 40 50 60

IDU

Air 
Purification

Air Purify  Optional Optional Optional Optional Optional Optional Optional Optional Optional Optional - - -

UV-C  - - - - - Optional Optional Optional Optional Optional - - -

Pre-Filter 

PM1.0 Filter  - - Optional Optional Optional Optional Optional Optional Optional Optional - - -

Reliability
Self 
Diagnosis 

Convenience

Auto Mode

Auto Dry 
Operation

- -

Auto 
Restart

Child Lock*

Group 
Control*

Sleep Timer

Schedule* 

Two 
Thermistor 
Control*

External 
On/Off

- -

Installation

Drain Pump ABDPG ABDPG ABDPG ABDPG ABDPG - - -

E.S.P. 
Control* 

- - - - - - - -

High Ceiling 
Operation* 

- - - - - - - -

Special 
Functions

Wi-Fi  Optional Optional Optional Optional Optional Optional Optional Optional Optional Optional Optional Optional Optional

Auto 
Elevation 
Grille

Optional Optional Optional Optional Optional - - - - - - - -

Human 
Detection 
Function**

- - Optional Optional Optional - - - - - - - -

ODU

Reliability

Restart 
Delay 
(3-minutes)

Self 
Diagnosis

Soft Start

Convenience
Night Low 
Noise 
Operation

Network 
Function

Network 
Solution
(LGAP)

Corrosion Resistance 
Black Fin

* These functions need to connect the wired remote controller.
** This functions need to connect to the Standard III wired remote controller





KEY FEATURES

ENERGY SAVING

Inverter Compressor High Efficiency

Energy Efficiency Ratio

EASY CONTROL & MAINTENANCE 

Central Controller / BMS Integration

LG ThinQ 

Mobile Remote Control

• On/Off

• Mode Selection

• Current Temperature

• Set Temperature

• Reservation

• Filter Management

• Smart Diagnosis

• Vane Control

LGMV 



HIGH RELIABILITY

FUNCTIONS FOR COMFORT

LONG PIPING INSTALLATION

Dual Inverter Compressor

Comfort Cooling with Humidity Sensor 

High Degree of Freedom for Piping Installation

• Twin Rotor :

Low Noise & Vibration

• Surface Coating :

High Abrasion Resistance

• Flow Optimization :

Reduced Oil Discharge

Enhanced Oil Collection

• Concentric Motor :

Improved Oil Path Area

Low Calorific Value

Capa. 

(kBtu/h)

Piping Length, 

m (Min. / Max.)

Maximum Height 

Difference, m (Max)

 22 5 / 30 20

 30 5 / 50 30

 40 7.5 / 50 30

 50 7.5 / 50 30

 60 7.5 / 50 30

Corrosion Resistance (Black Fin)



SPECIFICATION
Product Type Ceiling Mounted Cassette

Combination
Outdoor Unit ATUQ22GPLA4 ATUQ30GPLA4 AUUQ40GH5 AUUQ50GH5 AUUQ60GH5

Indoor Unit ATNQ22GPLA4 ATNQ30GPLA4

Capacity Cooling Min. ~ Rated 
~ Max. Btu/h 5,400 ~ 17,500 

~ 22,000
7,200 ~ 24,000 

~ 30,000
10,800 ~ 34,100 

~ 39,400
13,800 ~ 44,000

~ 47,500
13,800 ~58,000 

~ 61,000

Power Input Cooling Rated W 1,510 2,190 3,320 4,530 5,850

Running Current Cooling Rated A 6.6 9.6 14.6 19.9 25.7

EER | SEER | Energy Class W/W 3.39  | 6.3 | A++ 3.1 9 | 5.7 | A+ 3.01 | 6.6 | A++ 2.8 4 | N/A | A 2.90 | N/A | A

Power Supply V, Ø, Hz 220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

Piping Length | Size Min. / Max. m | inch 5 / 30  | 1/4 / 1/2 5 / 50  | 3/8 / 5/8 7.5 / 50  | 3/8 / 5/8 7.5 / 50  | 3/8 / 5/8 7.5 / 50  | 3/8 / 3/4
Maximum Height Difference 
(ODU-IDU) Max. m 20 30 30 30 30

Outdoor Unit ATUQ22GPLA4 ATUQ30GPLA4 AUUQ40GH5 AUUQ50GH5 AUUQ60GH5

Dimension Net W x H x D mm 770 x 545 x 288 870 x 650 x 330

Weight Net kg 33 41.5 56.5 63 89

Refrigerant Type - R410A R410A R410A R410A R410A

Sound Pressure 
Level Cooling Rated dB(A) 47 53 55 57 59

Continuous 
Operation Range Cooling

Indoor Unit ATNQ22GPLA4 ATNQ30GPLA4 ATNQ40GNLA5

Dimension Net W x H x D mm 840 x 204 x 840 840 x 204 x 840 840 x 246 x 840

Weight Net kg 21.0 21.0 25.5 28.5 28.5

Fan Airflow Rate H / M / L 16.5 / 14.5 / 13 17 / 15 / 13 23 / 21 / 19 31 / 28 / 25 31 / 28 / 25

Sound Pressure 
Level Cooling H / M / L dB(A) 36 / 34 / 32

Product Type Ceiling Concealed Duct

Combination
Outdoor Unit ABUQ22GM1A4 ABUQ30GM1A4 AUUQ40GH5 AUUQ50GH5 AUUQ60GH5

Indoor Unit ABNQ22GM1A4 ABNQ30GM1A4

Capacity Cooling Min. ~ Rated 
~ Max. Btu/h 5,400 ~ 17,060 

~ 22,000
7,200 ~ 24,000

~ 30,000
10,800 ~ 34,100 

~ 39,400
13,800 ~ 44,000

~ 47,500
13,800 ~60,100 

~ 61,000

Power Input Cooling Rated W 1,590 2,160 3,320 4,530 5,850

Running Current Cooling Rated A 7 9.5 14.6 19.9 25.7

EER | SEER | Energy Class W/W 3.14  | 4.7 | B 3.2 4 | 5.6 | A+ 3.01  | 5.7 | A+ 2.84 | N/A | A 3.01 | N/A | A

Power Supply V, Ø, Hz 220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

Piping Length | Size Min. / Max. m | inch 5 / 30  | 1/4 / 1/2 5 / 50  | 3/8 / 5/8 7.5 / 50  | 3/8 / 5/8 7.5 / 50  | 3/8 / 5/8 7.5 / 50  | 3/8 / 3/4
Maximum Height Difference
(ODU-IDU) Max. m 20 30 30 30 30

Outdoor Unit ABUQ22GM1A4 ABUQ30GM1A4 AUUQ40GH5 AUUQ50GH5 AUUQ60GH5

Dimension Net W x H x D mm 770 x 545 x 288

Weight Net kg 33 41.5 56.5 63 89

Refrigerant Type - R410A R410A R410A R410A R410A

Sound Pressure 
Level Cooling Rated dB(A) 47 53 55 57 59

Continuous 
Operation Range Cooling

Indoor Unit ABNQ22GM1A4 ABNQ30GM1A4

Dimension Net W x H x D mm 900 x 270 x 700

Weight Net kg 24 25 36 41 41

Fan Airflow Rate H / M / L 16.5 / 14.5 / 13 18 / 16.5 / 14.5 30  / 25 / 20 40 / 34 / 28 50 / 45 / 40

Sound Pressure 
Level Cooling H / M / L dB(A) 34 / 32 / 30 37 / 35 / 32

1,250 x 360 x 7001,250 x 360 x 7001,250 x 360 x 700900 x 270 x 700

46 / 44 / 4238 / 36 / 3436 / 33 / 31

CMM x No.

950 x 1,380 x 330950 x 834 x 330950 x 834 x 330870 x 650 x 330

ABNQ60GM3A5ABNQ50GM3A5ABNQ40GM3A5

ABNQ60GM3A5ABNQ50GM3A5ABNQ40GM3A5

CMM x No.

47 / 45 / 4247 / 45 / 4240 / 38 / 3638 / 36 / 34

ATNQ60GMLA5ATNQ50GMLA5

840 x 288 x 840840 x 288 x 840

950 x 1,380 x 330950 x 834 x 330950 x 834 x 330

ATNQ60GMLA5ATNQ50GMLA5ATNQ40GNLA5



Product Type Ceiling Suspended Unit

Combination
Outdoor Unit AVUQ40GM1P5 AUUQ50GH5 AUUQ60GH5

Indoor Unit AVNQ40GM1P5 AVNQ50GM2A5 AVNQ60GM2A5

Capacity Cooling Min. ~ Rated 
~ Max. Btu/h 10,800 ~ 33,100

~ 39,400
13,800 ~ 44,000

~47,500
13,800 ~58,000 

~ 61,000

Power Input Cooling Rated W 3,220 4,530 5,850

Running Current Cooling Rated A 14 19.9 25.7

EER | SEER | Energy Class W/W 3.01  | 5.7 | A+ 2.84 | N/A | A 2.9 | N/A | A

Power Supply V, Ø, Hz 220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

220-240V, 1Ø, 
50/60Hz

Piping Length | Size Min. / Max. m | inch 7.5 / 50 | 3/8 / 5/8 7.5 / 50  | 3/8 / 5/8 7.5 / 50  | 3/8 / 3/4
Maximum Height Difference 
(ODU-IDU) Max. m 30 30 30

Outdoor Unit AVUQ40GM1P5 AUUQ50GH5 AUUQ60GH5

Dimension Net W x H x D mm 950 x 834 x 330

Weight Net kg 56.5 63 89

Refrigerant Type - R410A R410A R410A

Sound Pressure 
Level Cooling Rated dB(A) 55 57 59

Continuous 
Operation Range Cooling

Indoor Unit AVNQ40GM1A5 AVNQ50GM2A5

Dimension Net W x H x D mm 1,200 x 235 x 690

Weight Net kg 28.4 36.9 36.9

Fan Airflow Rate H / M / L 20 / 18 / 16 30 / 25 / 20 30 / 25 / 20

Sound Pressure 
Level Cooling H / M / L dB(A)

SPECIFICATION

CMM x No.

1,600 x 235 x 6901,600 x 235 x 690

48 / 44 / 4048 / 44 / 4047 / 45 / 42

AVNQ60GM2A5

950 x 1,380 x 330950 x 834 x 330




